Motoriduttori brushless CC ad assi ortogonali

CMB402 con motore brushless CC CMB402 with brushless DC motor

BLS043.240
CMB402
24V 36V
Ir Namin [ rpm ] Namax [ rpm ] N1MAX Navin [ 1PM | Namax [ rpm ] N1MAX
M, [Nm] sf M, [Nm] sf [rpm] M, [Nm] sf M, [Nm] sf [rpm]
6.2 49 2.5 18.4 486 2.5 12,5 65 2.5 184 648 25 11.1
7.5 40 3.0 15.2 400 3.0 10.3 53 3.0 15.2 534 3.0 9.1
9.2 33 3.7 124 326 3.7 8.4 43 3.7 124 435 3.7 7.4
11.8 25 4.8 10.8 254 48 7.3 34 4.8 10.8 338 4.8 6.5
12,5 24 5.0 10.3 240 5.0 7.0 32 5.0 10.3 320 5.0 6.2
14.8 20 6.0 8.6 202 6.0 5.9 27 6.0 8.6 270 6.0 5.2
17.6 17 7.1 7.3 170 7.1 4.9 23 7.1 7.3 227 7.1 4.4
18.6 16 7.5 8.4 161 7.5 5.7 22 7.5 8.4 215 7.5 5.0
22.3 13 9.0 7.0 134 9.0 4.8 18 9.0 7.0 179 9.0 4.2
23.9 13 9.7 6.5 125 9.7 4.4 3000 17 9.7 6.5 167 9.7 3.9 4000
28.9 10 12 6.4 104 12 4.3 14 12 6.4 138 12 3.8
30.8 9.7 12 6.0 97 12 4.1 13 12 6.0 130 12 3.6
33.6 8.9 14 5.5 89 14 3.7 12 14 5.5 119 14 3.3
35.6 8.4 14 5.2 84 14 3.5 11 14 5.2 112 14 3.1
42.8 7.0 17 4.3 70 17 2.9 9.4 17 43 94 17 2.6
55.3 54 22 3.3 54 22 2.3 7.2 22 3.3 72 22 2.0
59.1 5.1 24 3.1 51 24 2.1 6.8 24 3.1 68 24 1.9
64.3 4.7 26 2.9 47 26 2.0 6.2 26 2.9 62 26 1.7
72.5 4.1 29 2.6 41 29 1.7 5.5 29 2.6 55 29 1.5
. . . Lo . Numero di giri | Coppia hominale | Potenza nominale
ot | aper et Ratodrvatong v Roled spoed | Ratedtorque | Rated power
[rpm] [Nm] [W]
36 4000 180
BLS043.240 4 3 0.43
24 3000 130
Tipo Coppia massima |Corrente nominale Resi_stenza Induttanza Corrente massima Pe§o
Type Peak torque Rated current Resistance Inductance Peak current Weight
[Nm] [A] [ohm] [mH] [A] [kgl
BLS043.240 0.86 6 0.35 1 12.0 1.25
Azionamenti @ S0 i 194.5 118 8
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CMB402..F CMB402..AS...
CMB402..FL Albero lento cavo / Hollow output shaft

CMB402..FB



